STANDARD
NO. TS-1A

REVISION DATE

7-13-01

*.DGN FILE NAME
TS—1A

SNY'1d A4dVANVLS
Old1dIN

'H'N ‘Q4OONOD ‘NOILYLHOdSNVYHL 40 LNJWLHVYd3d
JHIHSdINVYH M3N 40 31V1S

STANDARD
NO. TS-1A

¢ COLUMN
\
|
|

2000

TRAFFIC SIGNAL MAST ARM FOUNDATION - TYPE 1A

ANCHOR BOLTS SHALL BE
SET ACCORDING TO THE

/'MANUFACTURER’S
RECOMMENDATIONS.

- ¢ MAST ARM

1300
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5 #13A1 SPACED EVENLY (BOT)

ELEVATION

GENERAL NOTES (TYPE 1 FOOTING)

1. SEE SHEET 2 OF 2 FOR DETAILS OF TYPE 1B & TYPE 1C FOOTINGS.

2. ALL REINFORCING STEEL SHALL BE EITHER GRADE 300 OR 400.
3. ALL REINFORCING STEEL SHALL BE A MINIMUM 75 mm CLEAR.

4.  THE TYPE 1 SPREAD FOOTING SHALL BE POURED IN PLACE ON UNDISTURBED MATERIAL.
THE MAXIMUM DESIGN SOIL PRESSURE IS 0.15 MPa. IF THE SOIL IS NOT CAPABLE OF A BEARING PRESSURE OF
0.15 MPa, THE ENGINEER SHALL ORDER REMOVAL OF THE WEAK FOUNDATION MATERIAL AND
PLACEMENT OF STRUCTURAL FILL, ITEM 508. COST OF ITEM 508 SHALL BE PAID AS EXTRA
WORK. IF SUITABLE SOILS ARE NOT FOUND WITHIN A REASONABLE DISTANCE BELOW THE BOTTOM OF THE
FOOTING, THE ENGINEER SHALL REQUEST A REDESIGN.

5.  WHERE LEDGE IS ENCOUNTERED, EXCAVATION SHALL STILL EXTEND TO LIMITS SHOWN.
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END ELEVATION

TRAFFIC SIGNAL STANDARD

7 #13A2 SPACED EVENLY (BOT)

ALL DIMENSIONS SHOWN ARE IN MILLIMETERS OR METERS. TRAFFIC SIGNAL MAST ARM

WHOLE NUMBERS INDICATE MILLIMETERS; DECIMAL

NUMBERS [INDICATE METERS UNLESS OTHERWISE NOTED. FOUNDATION - TYPE 1A
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